


























c. Install brake caliper (32) on spindle assembly
(33) with two bolts (31).

d. Repeat steps B.2.a. through C.2.d. for frame
driver side front axle.

3. Finish front lift.

a. Install two front wheels (20) on front axles (23)
with five lug nuts (19) each.

b. Using a hydraulic jack, slowly lift front of vehicle
so that front tires (21) are three to five inches off
of ground. Remove jack stands from body (22).
Lower vehicle to ground and tighten ten lug nuts
(19) to 85 Ib-ft.

4. Under the hood passenger side.

a. Install air box (17) and three nipples (8) on inner
fender (9).
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b. Install air filter (18) on air box (17).

c. Install air box cover (15) on air duct (16) and air
box (17) with four clips (13) and clamp (14).

5. Under the hood driver side.

a. Install vent line (11) on nut (12).
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b. Install battery tray (6) on inner fender (9) with
two bolts (7) and nipple (8).

c. Install battery (3) on battery tray (6) and vehicle
with battery hold down (5) and bolt (4).

D. Get ready to install rear axle coil lifts.

1. Lift rear axle.

a. Loosen five lug nuts (19) each from two rear
wheels (20).
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b.

Using a hydraulic jack, slowly lift rear axle (23)
so that two rear tires (21) are three to five inches
off of ground. Position jack stands under body
(22) in the factory recommended rear lifting posi-
tions. Lower body onto jack stands. Unload but
do not remove hydraulic jack from axle.

Remove five lug nuts (19) each and two rear
wheels (22) from rear axle (23).

2. Remove rear axle passenger side hardware.

a.

Remove nut (46) and bolt (47) from shock (48)
and rear axle (23).

3. Remove passenger side coil spring.

a.

Push down on rear axle (23) and remove coil
spring (40) from rear axle spring perch (49) and
frame perch (50).

Remove bump stop bushing (51) from bump
stop cup (52).

Remove spring disk (53) from rear axle spring
perch (49).
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E. Install kit spring lift spacer on rear axle.

1. Install kit colil lift spacer passenger side.

a. Position kit coil lift spacer (54) on rear axle
spring perch (49).

ANOTE I

Performance Automotive Group recommends using
Loctite® supplied in the kit for all mounting hardware.

b. Coat threads of kit 3/8” x 2" bolts (55) with Loc-
tite®.

c. Install kit coil lift spacer (54) on rear axle spring
perch (49) with three kit 3/8” loc-washers (56)
and kit 3/8” x 2" bolts (55). Torque kit 3/8” x 2”
bolts (55) to 10 Ib-ft.

d. Cut bump stop bushing (51) as shown.

e. Install bump stop bushing (51) in bump stop cup
(52).
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2. Install rear axle passenger side hardware.

a.

Compress coil spring (40) using coil spring com-
pressor.

Position compressed coil spring (40) on frame
perch (50), kit coil lift spacer (54), and rear axle
spring perch (49). Remove coil spring compres-
sor.

Install shock (48) on rear axle (23) with bolt (47)
and nut (46).

Repeat steps D.2.a. through E.2.c. for rear axle
driver side (23).

3. Finish rear axle.

a.

Install two rear wheels (20) on rear axle (23) with
five lug nuts (19) each.

Using a hydraulic jack, slowly lift rear axle (23)
high enough to remove jack stands. Remove
jack stands from body (22). Lower vehicle to
ground and tighten ten lug nuts (19) to 85 Ib-ft.

Connect the positive cable (2) first, then the neg-
ative cable (1) on the battery (3).

4. Double check the vehicle.

ACAUTION

Retorque all fasteners after 500 miles and after off
road use. All coil spring lift components should be visu-
ally inspected and fasteners retorqued during routine
vehicle servicing.

a. Check all mounting hardware to ensure it is

properly tightened.
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b. Start vehicle and check the steering in both
directions to ensure that there is no bind. Check
all steering connections. Ensure that the steer-
ing gear box has no interference and is in proper
working condition.

c. Check the operation of the brakes and the park-
ing brake. Check brake lines for adequate travel.
Ensure brake lines do not touch any surfaces,
moving or otherwise. If necessary, adjust brake
lines and or brake line brackets to eliminate all
contact.

d. Check clutch operation. Check both shift levers’
operation. Ensure that there is proper engage-
ment in all gears and 4 wheel drive ranges.

e. Ensure that all OEM or aftermarket bump stops
are installed. Suspension overtravel can result in
serious damage or failure of OEM components
and aftermarket equipment.

f. Test drive vehicle in all gears and 4 wheel drive
ranges. Pay close attention to all vehicle sys-
tems. Check all hardware again in 500 miles and
as part of your regular maintenance schedule.

ACAUTION

After installing this coil spacer lift it may be necessary
to have your alignment checked and or corrected, to
prevent excess wear on tires.

ACAUTION

Performance Automotive Group does not recommend
any particular wheel and tire combinations for use with
its coil spacer lifts and cannot assume responsibility for
the customer’s choice of wheels and tires. Reference
your owner's manual for recommended tire sizes and
warnings related to the use of oversized tires. Larger
wheel and tire combinations increase stress and wear
on steering and suspension components, which leads
to increased maintenance and higher risk for compo-
nent failure. Larger wheel and tire combinations also
alter speedometer calibration, braking effectiveness,
center of gravity, and handling characteristics. Consult
with an experienced local off road shop to find what
wheel and tire combinations work best with your vehi-

cle.
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ANOTE

All warranty information, instruction sheets, and other
documents regarding the installation of this product
must be retained by the vehicle owner. Information
contained in the instructions and on the warranty card
will be required for any warranty claims. The vehicle
owner needs to understand the modifications made to
his vehicle and how they affect vehicle handling and
performance. Failure to provide the customer with this
information can result in damage to the vehicle and
severe personal injury.

ANOTE

All warranty information and instruction sheets regard-
ing the installation of this product must be retained by
the vehicle owner. Information contained in the instruc-
tions and on the warranty card is required for any war-
ranty claims. Failure to provide the customer with this
information can result in damage to the vehicle and
severe personal injury.

Callout Quantity
(45)
(54)

(55)
(56)

F. 2" Coil Spacer Lift Kit Parts List.

Description

Front coil spacers
Rear coil spacers
6ml bottle Loctite
warning sticker
logo sticker

Bolt Pack

3/8” x 2" bolts
3/8” lock washers
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